
KYOCERA ECOSYS M2040DN A4
MONO AIO
Read More
SKU: PRT-M2040DN
Price: 99,990 Vt
Stock: instock
Categories: Printers / Scanners

Product Description

Title: ECOSYS M2040dn
Output Speed: Up to 40ppm A4 Monochrome
Processor: 800MHz
Resolution: 1,200 dpi
Memory: Standard: 512MB RAM Maximum: 1,536MB RAM
First Copy Time: Approx. 6.4 seconds or less
Time To Print
First Page: Approx. 6.4 seconds or less

Warm Up Time: Approx. 17 seconds or less
Paper Handling
Input: 250-sheet universal cassette + 100 sheet multi-purpose tray

Maximum Paper
Handling Input: 850 sheets (with 2 x optional PF-1100 Paper Feeders)

Paper Handling
Output: 150 sheets face down

Output Size: A4
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Duplex: Automatic: Built-in
Printing: Standard: Network Printing

Scanning: Scan-to-e-mail (SMTP), Scan-to-FTP (FTP over SSL), Scan-to-SMBv3, Scan to
USB Host, TWAIN scan (USB, network), WSD (WIA) scan (USB, network)

Scan Speed: 40 ipm (300 dpi, A4, b/w, simplex), 23 ipm (300 dpi, A4, colour, simplex), 32
ipm (300 dpi, A4, b/w, duplex), 16 ipm (300 dpi, A4, colour, duplex)

Scan Features: Integrated address book, LDAP, encrypted data transfer, Blank sheet skip
Emulation: PCL 6 (PCL 5e/PCL-XL), PostScript 3 (KPDL 3), PDF Direct Print, XPS/OpenXPS
Standard
Interface:

USB 2.0 (Hi-Speed), USB Host Interface, Gigabit Ethernet
(10BaseT/100BaseTX/1000BaseT), Slot for optional SD/SDHC-Card

Control Panel: 5 line LCD display
Drum Life: 100,000 pages
Dimensions &
Weight: 417mm x 412mm x 437mm (W x D x H) - approx 19 kg

Warranty: 2 year on-site warranty - extended warranty options are available

Additional
Information:

Please note: Use of this device by USB cable may limit the capabilities of the
device. For more information please contact Kyocera on 13 59 62 (Australia)
or 0800 459 623 (New Zealand).
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